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Indian Standard 

SPECIFICATION FOR 
WOODEN CRATES 

( First Revision ) 

0. FOREWORD 

0.1 This Indian Standard ( First Revision ) was adopted by the Indian 
Standards Institution on 30 December 1981, after the draft finalized by the 
Wood and Wood Products Containers Sectional Committee had been 
approved by the Marine, Cargo Movement and Packaging Division Council. 

0.2 A wooden crate is a framework used as a container in the transporta- 
tion of articles which do not require the complete protection afforded by a 
wooden case. 

The method of construe ion of crates is dependent upon the nature of 
contents to be transported, its weight, shape and liability to damage. This 
wide range of factors makes it very difficult to specify definite styles as has 
been done for wooden packing cases ( see IS : 1503-1979* ). However, since 
large quantities of wooden crates of various sizes and designs are in use for 
packing a wide variety of article?, an attempt has been made to lay down 
the requirements of the framework of wooden crates in relation to the weight 
of contents packed and the type of load. 

By usinr; wooden crates, a considerable saving both in the volume of 
timber used and the gross weight of the pack is effected, provided the crate 
is properly designed and constructed. The strength and rigidity of a crate 
are influenced by the three-way corner ( locked corner ) and diagonal braces. 

0.3 This standard, first published in 1965, has been revised to cover wooden 
crates for carrying articles up to 500 kg net mass. With the publication of 
IS : 6662-1 9 80+. the information regarding the species of timbers suitable 
for the manufacture of crates, earlier covered in this specification, has been 
referred to IS : 6662-1 9S0f. Also, with the increase in net contents mass, 
the sizes of the members of the cra'es have been given for 6 classes instead 
of 5. Provision has also been made for the handling of crates by forklift 



•Specification for wooden packing cases ( second revision ). 
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trucks and strengthening by iron hoops to ensure better performance of the 
crates in transit. 

0.4 For the purpose of deciding whether a particular requirement of this 
standard is complied with, the final value, observed or calculated, expressing 
the result of a test, shall be rounded off in accordance with IS : 2-1960*. 
The number of significant places retained in the rounded off value shall be 
the same as that of the specified value in this standard. 



1. SCOPE 

1.1 This standard covers the requirements of wooden crates intended for 
packaging of articles weighing not more than 500 kg which do not require 
the complete protection as provided by a wooden packing case. 

2. TERMINOLOGY 

2.0 For the purpose of this standard, the definitions given in IS : 707-1 976| 
and IS : 6703-1972J and the following shall apply. 

2.1 Edge-Members — Those parts of the framework forming the edges of 
the crate are shown as 'a' members in Fig. 1. 

2.2 Objectionable Knots 

a) A live knot in a frame member shall be considered objectionable, if 
its diameter along the major axis exceeds one-third the width of the 
frame member, provided such knots do not reach the edge of the 
member and are not so numerous or grouped or located as to affect 
unduly the strength of the frame members, or are situated within 
25 mm from a place through which a nail may be driven. 

b) A dead knot in a frame member shall be considered objectionable, 
if its diameter along the major axis exceeds 12 mm in the case of an 
unplugged knot or 25 mm in the case of a glued and plugged knot, 
provided 'such knots do not reach the edge of the member and are 
not so numerous or grouped or located as to affect unduly the 
strength of the frame members, or are situated within 25 mm from a 
place through which a nail may be driven. 

2.3 Surrounding Battens — Surrounding battens are the girth or body 
battens fixed to the crate and are shown as *d' members in Fig. 1. 



•Rules for rounding off numerical values ( revised ). 

fGlossary of terms applicable to (timber technology and utilization ( second revision ). 

{Glossary of wooden packaging terms. 



IS : 3071 - 1981 



2.4 Three-Way Comer — A corner formed by 3 ed.se members so arranged 

«.»***•■ wuv** luvilivwi tj 1MUVU AIUV Hiw J.Uv t: 1 villi Ul U-LiULJIWl IJILIIIUVI UJIU 11*13 

the third member nailed to it in the same way. All nails arc thus driven 
into the side grain of the timber ( see Fig. 1 A, 1 B, fc and ID ). 




■\U 



* EDGE MEMBERS 
C = STRUTS 




ENLARGED DETAIL AT X 

(THREE WAY CORNER) 
1A Style 1 

Fig. I Typical Wooden Crate Construction ( Contd. ) 
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a = EDGE MEMBERS 

b - DIAGONAL BRACES 

d = SURROUNDING BATTENS 



ENLARGED DETAIL AT X 

(THREE-WAY CORNER) 

IB Style 2 

Fig. 1 Typical Wooden Crate Construction ( Contd. ) 

3. MATERIALS 

3.1 Timber — Any of the timber species given under Group I, II or II of 
IS : 6662-1980* shall be used" for the manufacture of crates. Any other 
suitable timber not included- in Group I, II or III of IS : 6662-1980* may 
also be used with the prior approval of the purchaser. 



•Specification for timber species suitable for wooden packaging {first revision ). 
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O = EDGE MEMBERS 
b = DIAGONAL BRACES 
C = STRUTS EQUIDISTANT 



ENLARGED DETAIL AT X 
(THREE-WAY CORNER) 

1C Style 3 

Fig. 1 Typical Wooden Crate Construction ( Contd. ) 

3.1.1 The timber shall be seasoned to a moisture content not exceeding 18 
percent and the inclination of the grain shall not exceed 1 in 10. The 
timber shall be free from centre hearth ( pith ), insect attack, any kind of 
decay ( rot ), objectionable knots, warping, splits and any other defect which 
will reduce the strength or usefulness of the crate. Pinholes ( dead infesta- 
tion ) shall be permissible provided they are not of powder post beetles and 
are scattered ( not concentrated ). 

3.1.2 As far as possible, only one species of timber shall be used in the 
manufacture of any one crate. However, when different species are required 
to be used, they shall be selected from the same group, but coniferous and 
non-coniferous timber shall not be mixed in any one crate. 
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O = EDGE MEMBERS 
b = DIAGONAL BRACES 
C = STRUTS EQUIDISTANT 







ENLARGED DETAIL AT X 
(THREE-WAY CORNER) 

1D Style 4 

Fig. 1 Typical Wooden Crate Construction ( Contd. ) 

3.2 Nails — Plain head nails conforming to IS : 723-1972* shall be used. 

4. CLASSES OF CRATES 

4.1 Classes — Crates shall be classified into 6 classes according to the size of 
frame members as given in Table 1 . 

4.1.1 Struts shall be spaced at distances not more than the width of the 
struts. 



•Specification for steel countersunk head wire nails ( first revision ). 
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TABLE 1 SIZE OF FRAME MEMBERS FOR DIFFERENT CLASSES OF CRATES 

(Clause 4.1 ) 



Members 



(1) 





Size 


in mm for 


Crate of 


Class 




A 


B 


C 


D 


E 


F 


(2) 


(3) 


(4) 


(5) 


(6) 


(7) 



Edge members a 1 

Diagonal braces bV 50x16 75x16 75x16 75x20 115x25 140x40 

Surrounding member d J 

Struts c 50x16 75x16 110x16 115x20 140x25 165x40 



4.2 The choice of a suitable class of crate depends on several factors, for 
example, weight and nature of contents, type of load, means of handling, 
modes of transportation, etc, but generally the weight of contents and type 
of load ( see Appendix A ) are the governing -factors. A general guide to 
the different classes of crates to be used according to the weight of contents, 
type of load and group of timber is given in Table 2. 



TABBLE 2 MASS OF CONTENTS, CLASS OF CRATE AND GROUP OF TIMBER 


Mass of Contents 
kg 


Class ov Crates tor Type of Load 

Easy Load and Difficult Load 
Average Load 


Group of Timber 


(1) 


C-) 


(3) 


(4) 


Up to 50 


A 


B 


III 


51 to 100 


B 


C • 


III 


101 to 150 


C 


D 


II 


151 to 250 


D 


E 


I 


251 to 500 


F 


F 


I 



5. CONSTRUCTION 

5.1 The size of frame members shall be as given in 4.1. 

5.2 Ttie grain of timber shall be in the direction of the longest dimension. 

5.3 The edge members shall be of sufficient strength and size ( see 4.1 ) to 
permit adequate fastening of various parts and to support the loads and 
shocks encountered in storage or transit. 
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5.4 Surrounding battens shall be placed at equal distances from the ends. 
No surrounding battens shall normally be used for crates below 60 cm in 
length, but at the option of the purchaser these may be specified according 
to considerations of anticipated hazards in the journey. 

5.5 The frame members meeting at a corner shall be of the same thickness. 

5.6 Diagonal bracing has considerable effect in making a crate rigid. No 
diagonal brace shall normally be used for crates of size less than 65 x 45 x 
45 cm and for weight of contents less than 50 kg but at the option of the 
purchaser, these may be specified according to considerations of anticipated 
hazards in transit and handling. More information on bracing is given in 
Appendix B. 

5.7 For crates weighing 100 kg and above, suitable provisions shall be made 
in the bottom battens for handling with forklift trucks. 

5.8 Where manual handling of the crates is anticipated, the crates shall be 
strengthened by iron hoops to ensure stability of the crate members. 

5.9 The size of nails used in making the crates shall depend on the thickness 
of frame members and shall be as given in Table 3. 



TALBE 3 


SIZE OF N/VILS AND THICKNESS OF FRAME MEMBERS 


Thickness of Frame 
Member 
(mm ) 


Nail 


f— ■ ■ "■■ ' " ■< 
Length Diameter 
( mm ) ( mm ) 


16 




50 2-80 


20 




60 280 


25 




70 3-15 


40 




115 350 



5.9.1 No framework member shall have less than 2 nails in each end. Nails 
shall be driven without splitting the frame member and weakening the joint, 
and shall generally be placed at a distance of about 20 mm from the edge. 
Where the thickness of frame members permits, the nails may be driven in 
staggered rows to make a stronger joint. 

5.9.2 Where two diagonal braces cross each other, they shall be fastened 
together with not less than two nails driven through the faces of the 
members. Each diagonal brace shall be nailed to each member it crosses with 
no fewer than 2 nails. 

5.10 Different styles of crate construction are given in Fig. 1A to Fig. IF. 

10 
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O * EDGE MEMBERS 

C -" STRUTS EQUIDISTANT 

<** SURROUNDS MEMBERS 




ENLARGED OETAJL AT X 

IE Style 5 

' °- ,T — W -— Co mai(0mi) 



n 
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O s EDGE MEMBERS 
b = DIAGONAL BRACES 
C * STRUTS EQUIDISTANT 



ENLARGED DETAIL AT X 

(BOX TYPE CORNER" 



Fig. 1 



1F Style 6 

Typical Wooden Crate Construction 



5.11 The shooks, if manufactured from non-coniferous timbers, shall be 
treated by dipping for 5 minutes in 10 percent solution of copper napthenatc 
in white spirit. 

N OTE — The use of any other suitable wood preservative shall also be permissible 
with the prior approval, in writing, of the purchaser. 

6. WORKMANSHIP AND FINISH 

6.1 The frame members shall be of even thickness, rectangular section, 
trimmed square at the ends and reasonably smooth. 

12 
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6.2 The nails shall be well clinched and the clinching shall be done along 
the grain of the timber. 



7.1 Unless otherwise specified, the crates shall be supplied in shooks, firmly 
bundled together. 

8. MARKING 

8.1 Unless otherwise specified, each bundle of shooks shall be legibly and 
indelibly marked or stencilled with the following information: 

a) Manufacturer's name or trade-mark, if any; 

b) Year of manufacture; and 

c) Class and size. 

8.1.1 The crates may also be marked with the ISI Certification Mark. 

Note — The use of the ISI Certification Mark is governed by the provisions of the 
Indian Standards Institution ( Certification Marks ) Act and the Rules and Regulations 
made thereunder. The ISI Mark on products covered by an Indian Standard conveys 

*L_ .V~. .I.-.. U .%...* Iua.* hmJiimi) in nnmntii ujith *V>* rUlliinuiMtitg nf lk.1 

II1C aSSUiailCC lliai lilt/ 1MT« fVWIl ^lUUUkVU W fcwmpj^ nuu iiro iv^uiivuivhh VI lliai 

standard under a well-defined system of inspection, testing and quality control which 
is devised and supervised by ISI and operated by the producer. ISI-marked products 
are also continuously checked by ISI for conformity to that standard asa further 
safeguard. Details of conditions under which a licence for the use of the Isl certifi- 
cation Mark may be granted to manufacturers or processors, may be obtained from 
the Indian Standards Institution. 



APPENDIX A 

( Clause 4.2 ) 

TYPES OF LOADS 

A-l. FACTORS 

A-l.l The prime factor influencing proper wooden container design is the 
physical attributes of the load. This includes the weight, size, fragility, 
sha^e and ca n acit v for su^^orting the container. For the nur^ose of classi- 
fying the contents which can be packed in wooden containers, 3 types of 
load categories have been defined. These are Easy Load, Average Load and 
Diflicult Load. 

13 
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A-2. EASY LOAD 

A-2.1 Easy load consists of contents having low or moderate density and 
filling the inside of the container completely. The contents also consist of 
articles of sufficient strength to withstand the forces encountered in handling 
and transportation, and are of such shape as to fully contact all faces of the 
shipping container. Such items as boxed articles, chests or kits of tools, 
and wooden cabinets are examples of this type of load. 

A-3. AVERAGE LOAD 

A-3.1 Average load consists of items which are moderately dense and 
which require a reasonable amount of protection. Items of this type may 
either be packed directly into the outer container or in an intermediate 
package which aids in supporting Jhe faces of the outer container. The 
items themselves or their packages must provide a moderate amount of 
support for all faces of the shipping container in order to be classified as an 
average load. In this group fall items in metal cans, bottles individually 
cushioned, hardware and numerous other items which are first packed in 
individual cartons. 

A-4. DIFFICULT LOAD 

A-4.1 Difficult load consists of items which are highly concentrated or 
require a high degree of protection. Items in this category furnish no support 
to the cases of the shipping container but rather, in many instances, tend to 
apply concentrated forces to the container's surfaces. Bolts, nuts, and other 
dense items which are free to shift or move about as well as delicate instru- 
ments, machined parts, valves and fittings, machine assemblies and accessories 
which have to be held in place by bracing and bolting, heavy wrenches which 
exert highly concentrated forces on two opposite faces of the container, and 
others which do not completely fill the shipping container fall into this class. 



APPENDIX B 

( Clause 5.6 ) 

STRENGTH OF A WOODEN CRATE 

B-l. CRITERION FOR STRENGTH 

B-l.l This pertains to the strength of a wooden crate, meaning thereby the 
following: 

a) Capacity to carry a certain weight, 

14 
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b) Constructional stability, and 

c) Rigidity against distortion. 

B-2. SIZE 

B-2.1 The sizes of frame members usually can be related to the weight of 
contents, that is, for heavier loads, the frame members are thicker and/or 
wider. 

B-3. CONSTRUCTIONAL STABILITY 

B-3.1 Constructional stability is usually achieved by the design of the 
corners. , In the three-way corner, each edge member is fastened by nails in 
both the directions. In the box type corner, 2 edge members are nailed 
with their wide faces, while the other 2 are nailed to the side grain of the 
first 2. The addition of the intermediate strut members does add a iittle to 
the stability of the crate. 

B-4. RIGIDITY 

B-4.1 The rigidity of a crate usually depends on the diagonal bracings. A 
crate having only edge members with no intermediate struts and diagonal 
braces on all 6 faces produces maximum rigidity. Diagonal braces on a 
pair of opposite faces produce rigidity in the direction of the faces, and on 
2 pairs of opposite faces in 2 directions. 



15 



BUREAU OF INDIAN STANDARDS 

Headquarters : 

Manak Bhavan, 9 Bahadur Shah Zafar Marg, NEW DELHI 110002 



, fllanhnn „ . 331 01 31 
Telephones. 331 1375 

Regional Offices: 

Central 



Telegrams : Manaksanstha 

(Common to all Offices^ 

Telephone 



: Manak Bhavan, 9, Bahadur Shah Zafar Marg, 
NEW DELHI 110002 

♦Eastern : 1/14 C.I.T. Scheme VII M, 

V.I.P. Road, Maniktola, CALCUTTA 700054 

Northern : SCO 445-446, Sector 35-C, CHANDIGARH 160036 

Southern : C.I.T. Campus, IV Cross Road, MADRAS 600113 

fWestern : Manakalaya, E9 MIDC, Marol, Andheri (East), 
BOMBAY 400093 

Branch Offices : 

'Pushpak', Nurmohamed Shaikh Marg, Khanpur, AHMADABAD 380001 

JPeenya Industrial Area, 1st Stage, Bangalore-Tumkur Road, 
BANGALORE 560058 

Gangotri Complex, 5th Floor, Bhadbhada Road, T.T. Nagar, 
BHOPAL 462003 

Plot No. 82/83, Lewis Road, BHUBANESHWAR 751002 

Kalai Kathir Building, 6/48-A Avanasi Road, COIMBATORE 641037 

Quality Marking Centre, N-H. IV, N.I.T. , FARiDABAD 121001 

Savitri Complex, 116 G.T. Road, GHaZIABAD 201001 

53/5 Ward No. 29, R.G. Barua Road, 5th By-lane, 
GUWAHATI 781003 

5-8-56 C L. N. Gupta Marg, (Nampally Station Road), 
HYDERABAD 500001 

R14Yudhister Marg, C Scheme, JAIPUR 302005 

117/418 B Sarvodaya Nagar, KAN PUR 208005 

Plot No. A-9, House No. 561/63, Sindhu Nagar, Kanpur Road, 
LUCKNOW 226005 

Patliputra Industrial Estate, PATNA 800013 

District Industries Centre Complex, Bagh-e-AU Maidan, 
SRINAGAR 190011 

T.C. No. 14/1421, University P.O., Palayam, 

THIRUVANANTHAPURAM 695034 
Inspection Office (With Sale Point) 

Pushpanjali, First Floor, 205-A, West High Court Road, 

Shankar Nagar Square, NAGPUR 440010 
Institution of Engineers (India) Building, 1332 Shivaji Nagar, 

PUNE 411005 



*Sales Office Calcutta is at 5 Chowringhee Approach, 
P.O. Princep Street, CALCUTTA 

tSales Office is at Novelty Chambers, Grant Road, BOMBAY 
tSales Office is at Unity Building, Narasimharaja Square, 
BANGALORE 



I 331 01 31 


(331 13 75 


37 86 62 


53 38 43 


235 02 16 


632 92 95 


2 63 48 


39 49 55 


55 40 21 


5 36 27 


2 67 05 


8-71 19 96 


3 31 77 


23 10 83 


6 34 71 


21 68 76 


5 55 07 



6 23 05 

6 21 04 

52 51 71 
5 24 35 

27 68 00 

89 65 28 
22 39 71 



Printed at Print- O- Bind, New Delhi, India 



